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The goal of this document is to describe firmware upgrade procedure for EyeCGas 2.0®

e Make sure your EyeCGas 2.0® camera has a fully charged battery, as the firmware update can take several
minutes to complete.

e Make sure you have correct USB cable (USB Mini-B blue head to USB Type-A head)

e Plug the USB Mini-B connector to the camera (to the upper connector)

e Plug the USB Type-A connector to the PC.
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e Turn On the camera
e From the camera menu select the WIFI icon. Scroll down to USB and verify that the USB is set to Mass
Storage and select OK.
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2. How to update ECG2 firmware

e Inyour PC, create a temporary folder. For example: c:\ ECG2 FW
e Verify in your PC that a new ecg2 drive is popped up
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Download the latest firmware from OPGAL customer support page
https://www.opgal.com/products/eyecgas-2-customer-support/

Copy the FW file to the camera ecg2 drive

(Example: update_ecg2_2_3_0.tar.bz2)

Turn OFF the Camera
Turn On the camera
The updating procedure will start

During the process the camera should power off.
Please turn it ON and wait patiently until the end of the process.
Please do NOT Eject the battery during the firmware update procedure



https://www.opgal.com/products/eyecgas-2-customer-support/

3. Upgrade FW file format

System File format
The upgrade file for FW version 1.84 and below ecg2_update_2_3 O.tar
The upgrade file for FW above version 1.84 update_ecg2_2_ 3 O.tar

These files are the same. Please rename the file name as needed




