
 

 

EyeCGas® 2.0 – CERTIFIED OGI 
CERTIFIED AND CLASSIFIED FOR HAZARDOUS LOCATIONS: 

ATEX, IECEX, ANSI/ISA & CSA 
 

Opgal’s EyeCGas 2.0 camera is certified to the following standards: 
 

ANSI/ISA-12.12.01-Nonincendive Electrical Equipment for Use in Class I and II, Division 2, 

and Class III Hazardous (Classified) Locations,  

CSA C22.2 No. 213-M1987, First Edition: Non-Incendive Electrical Equipment for Use in 

Class I, Division 2 Hazardous Locations.  

IECEx EMT 19.0006X as Intrinsic Safety "ic", protection "n"  

EMT19ATEX0009X 

Ex II 3 GD   

Ex ic nA nC IIC T6 Gc Tamb = -20 °C to +50 °C  

Ex ic IIIC T85 °C Dc    Tamb = -20 °C to +50 °C 

IEC 60079-0:2017 Edition:7.0 Explosive atmospheres - Part 0: Equipment - General 

requirements 

IEC 60079-11:2011Edition:6.0 Explosive atmospheres - Part 11: Equipment protection by 

intrinsic safety "i" 

IEC 60079-15:2010 Edition:4 Explosive atmospheres - Part 15: Equipment protection by 

type of protection "n" 

 

  



 

 

 

Utilizing certified equipment for use in hazardous location allows 

a higher level of safety and operability confidence. It increases 

operator's efficiency as it eliminates the need for getting a “hot 

permit”  before entering the inspection area. 

Moreover, the EyeCGas 2.0 OGI is approved as an Intrinsic Safety product, 

being  under this principle, a protection method based on limiting the energy, 

in an electrical circuit, under normal or fault conditions such, that any spark or 

thermal effect produced is incapable of causing an ignition of a hazardous 

material. 

What is a Hazardous Location? 
 

 



 

 

For North America 

EyeCGas 2.0 is certified for Class I and II, Division 2, and Class III Groups A-

D, T6 According to CSA C22.2 No. 213-M1987 and ANSI/ISA-12.12.01 

 

 



 

 

EyeCGas 2.0 Certification: Class I and II, Division 2, and Class III Groups A-D, T6 

 

International and Europe 

 
 

According to ATEX ratings for use in potentially explosive atmospheres: 
 

 
 
 
 
 



 

 

Marking Element Examples of Possible Values 

  



 

 

 
Ex  I I  3  GD Ex ic  nA nC I IC  T6 Gc Ex  ic  I I IC  T85°C Dc Tamb =  -20°C to  +50°C  

 
 

 

 



 

 

 

EyeCGas® 2.0 
Intrinsically Safe OGI 

For additional information please contact us at: info@opgal.com 

All specifications are subject to change without notice. ©All rights reserved. 

 

https://eyecgas.com/request-a-free-demo/
mailto:info@opgal.com

